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16 CFR Ch. II (1–1–11 Edition) Pt. 1508, Fig. 1 

than ‘‘A’’ or ‘‘AB’’ or until one of the sur-
faces ‘‘B’’ is in a vertical plane. 

(c) During the test described in para-
graph (b) of this section, no portion of 
the panel shall contact: 

(1) Simultaneously, more than one of 
surfaces ‘‘B’’, ‘‘C’’ or edges ‘‘BC,’’ ‘‘CC,’’ or 

‘‘CD,’’ in any combination if they are on 
opposing sides of the headform. 

(2) Any of surfaces ‘‘D’’. 

NOTE: Edges are identified by the letter 
designations for surfaces that lie on either 
side of the edge. 

[47 FR 47541, Oct. 27, 1982] 

FIGURE 1 TO PART 1508—CRIB SLAT LOADING WEDGE 

(Secs. 2(f)(1)(D), (q)(1)(A), (s), 3(e)(1), 74 Stat. 372, 374, 375, as amended, 80 Stat. 1304–05, 83 Stat. 
187–89 (15 U.S.C. 1261, 1262); Pub. L. 92–573, sec. 30(a), 86 Stat. 1231 (15 U.S.C. 2079(a))) 

[38 FR 32129, Nov. 21, 1973, as amended at 45 FR 37419, June 3, 1980] 
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